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UvoD

Vazeniobchodni partneri azakaznici

Hodnotu tovaru v spolo¢nosti Zeleziarne Podbre-
zova a.s. vnimame ako terminovu presnost, cenovu
stabilitu, inova¢nu flexibilitu a technicki dokonalost.
Nasou ambiciou je vytvarat v mysliach nasich
zdkaznikov pocit istoty. Nasi zakaznici nie su len
nakupcami nasich vyrobkov, su to nasi partneri,
vyuzivajaci komplexsluzieb, ktoré pre nich vytvarame.

Zeleziarne Podbrezova a.s. st vyrobcom ocelovych
kontinudlne odlievanych blokov, bez3vikovych za tepla
valcovanych ocelovych rdr, presnych za studena
tahanych ocelovych rur, rirovych polotovarova nava-
rovacich ocelovych tvaroviek. Vyrobky podbrezovskych
Zeleziarni patria medzi najziadanejsie v Eurépe. Toto
tvrdenie nie je nahodné, k comu nds opravnuje viac ako
175-ro¢na historia spolocnosti.

Dlhodoba spolupraca s odberatemi postva kvalitu
vyroby nasej spoloc¢nosti nad ramec vycleneny S$tan-
dardmi kvality. Vyrobky spolocnosti st certifikované
podla poziadaviek Det Norske Veritas, Bureau Veritas,
Lloyd s Register EMEA, Germanischer Lloyd, TUV Nord,
TUVSud, American Petroleum Institute.

Ciele kvality su zabezpecované systémom riadenia
kvality. Komplexnost systému zabezpecuje sthrn vza-
jomne prepojenych organizac¢nych, technologickych,
ekonomickych a socidlnych normativov, metéd
a prostriedkov riadenia, ktoré zabezpecuju systé-
movost a efektivnost vplyvu riadenia na Ziaddcu droven
kvality vyroby. Systém riadenia kvality, manazment
odpadov, ako aj bezpecnost pracovnikov, su cer-
tifikované podla 1ISO 9001:2008; ISO/TS
16949:2009; VDA 6, cast 1; 1ISO 14001:2004
a OHSAS 18001:2007.

INTRODUCTION

Dearbusiness partnersand customers

At Zeleziarne Podbrezové we are perceiving value of the
goods as the following items: on time delivery, price
stability, innovative flexibility and technical excellence.
Our ambition is to create in the mind of our customers
feeling of security. Our customers are not only the
buyers of our materials; they are our partners using
a complete number of services that we are for them
creating.

Zeleziarne Podbrezova is the producer of continually
cast steel blooms, seamless hot rolled steel tubes,
precision cold rolled drawn steel tubes, semi-finished
tubular products and steel butt-welding fittings.
Products of Zeleziarne Podbrezové belong among the
most sought after productsin Europe. This statementis
not accidental one. It gives us a right to say that since
we have more than 175 years of history of our company.

A long term relationship with our customers moves
quality of our products behind the limit set for
a standard quality. Company products are certified
according to the following certifying bodies: Det
Norske Veritas, Bureau Veritas, Lloyd’s Register EMEA,
Germanischer Lloyd, TUV Nord, TUV Sud, American
Petroleum Institute.

Quality Policy is secured by a System of Quality
Management. The complexity of this system provides
a complex of mutually intertwining standards,
methods and means of management, be it
organizational, technological, economic and social
ones. They all secure for us effectiveness and

systematic influence on management and to keep the
quality of our products at required level. The System of
Quality Management, waste management and also the
employees safety are certified according to the
following standards: ISO 9001:2008; ISO/TS
16949:2009; VDA 6, part 1; 1SO 14001:2004
and OHSAS 18001:2007.

Zeleziarne Podbrezova a.s. 0
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Ocel'ové kontinualne odlievané bloky

Continuously cast steel blooms

Rozmery
Dimensions

Stvorcovy prierez so stranou / square cross-section with square side of 125, 150,160,180, 200, 205, 225, 280 mm
kruhovy prierez s priemerom / circular cross-section with diameter of 150,180, 210, 240, 260, 280 mm

dizky / lenghts 4000 -9 000 mm

Ocel'ové bezsvikové rary pre stavebné a konstrukcné ucely

Seamless steel tubes for building and mechanical and general use

Normy RN Rozmery TDP Ocele
Standards Dim:. st. Dimension TDC Steel grades
Rury pre ocel'ové konstrukcie (HSS)
Steel tubes for building (HSS)
EN 10210-2 ng{f?;;)] 10210-1 $235JRH, $275J0H, S355J0H, S275J2H, $355J2H
$275NH, 5275NLH, S355NH, S355NLH, S460NH, S460NLH
WT (mm)
DIN 2448 05-125 17121 RSt37-2, St44-2, 5t37-3, 5t44-3, 5t52-3
17124 StE 255, StE285, StE355, StE420, StE460
B TStE255, TSE285, TStE355, TStEA20, TSLEA60
EStE255, EStE285, EStE355, EStE420, EStE460
vacsie dlzky
NF A 49-501 po dohode 49-501 TU E235, TU E275, TU E355, TU E450
CSN, STN 425715 as rl)oerl"gaegrrZZrenSent 42 0250 11353, 11453, 11503, 11 523
GOST 8732 8731 1050:10,20; 19281:09G2S
ASTM A 501 A 501 A501
IS G 3444 G 3444 STK290, STK400, STK540
Rury pre casti strojov a vSeobecné technické tcely
Tubes for mechanical engineering and general use
EN 10294-1 0D (mm) (10294-1) (E355, E355)2, E420J2, E470') “vyrabané po dohode
10297-1 [0 10297-1 E235, E275, E315, 355, E470 be produced upon agreement
WT (mm) E275K2, E355K2, E460K2, E420)2
et C10E, C15E, C15R, C22E, C35E, C45E, C60E
L (m) 38Mn6, 41Cr4, 16MnCr5, 20NiCrMo2-2
o 25CrMo4, (30CrMo4’), 34CrMo4, 42CrMo4
vpaocsdl(e) ﬁ[l')idkey 10083-2 C, CxE, CxxR -, (22), 35, 45, 55, 60, 28Mn6
10083-3 legované ocele - vyber podla normy / alloy steels - selection from EN 10297-1
. FI)oenrg;;rgieziisent 10084 C10E, C15E a legované ocele / and alloy steel grades
DIN 2448 1629 $t37.0, St44.0, 5t52.0
17200 C, Ck, Cm - 22, 25, 30, 35, 40, 45, 50, 55, 60 a legované ocele / and alloy steel grades
17204 C, Ck, Cm - 22, 35, 45, 55, 60 a legované ocele / and alloy steel grades
17210 €10, Ck10, C15, Ck15, Cm15 a legované ocele / and alloy steel grades
BS 6323/3 6323/1,3 HFS3, HFS4, HFS5, HFS8
NF A 49-311 49-311 TU 37-b, TU 52-b, TU 56-b, TU XC35
49-312 49-312 S 470M, S 450MG2
- UNI 4991 663 Fe 35-1, Fe 45-1, Fe 52-1, Fe 35-2, Fe 45-2, Fe 52-2, Fe 55-2
© 7729 Fe 360, Fe 510, Fe 540
= CSN, STN 425715 420250 11353, 11453, 11503, 11 523,11 550, 11650
'5 425716 12040, 12 050, 12 060
-E GOST 8732 8731 1050: 10, 20, 35, 45; 19281: 09G2S
—_ PN-H 74219 74219 84018: 18G2, 18G2A
‘g 84019: 10, 20, 35,45, 55
i~ 84023/7: R35, R45, R55, R65
E ASTM A53 A53/A 530 Grade A, Grade B
>q.‘= A519 A519 ocele podla normy / steel grades acc. to standard
E JIS G 3445 G 3445 STKM 11A, STKM 12A, 128, 12C a2/ to 20A

Presné bezsvikové rtry - vid'strana 6 / Precision seamless tubes - see page 6

ZeleziarnePodbrezova a.s.
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Ocel'ové bezsvikové rury pre tlakové a tepelné zariadenia

Seamless steel tubes for pressure purposes

Normy RN Rozmery TDP Ocele
Standards  Dim.st. Dimension TDC Steel grades

Rury so Specifickymi vlastnostami pri teplote okolia
Tubes with specified room temperature properties

EN 10216-1 oD (mm), 10216-1 P195TR1, P195TR2, P235TR1, P235TR2, P265TR1, P265TR2
DIN 2448 - 1629 S137.0, 5t44.0, 5t52.0
0.405’2(1“;22)0 1630 St37.4, St44.4, St52.4
BS 3600 \PS 3601 360, 430
NF A 49-112 18-5 49-112 TU E220A, TU E235A
49-210 DN 49-210 TU 37B,TU 42B
UNI 7287 6-125 7287 Fe 320
CSN, STN 425715 wr (szs) 420250 11353, 11453,11 503,11 523
425716 o
GOST 8732 olinch) 8731 1050- 10,20
PN-H 74219 o 74219 84023/07 - R35, R45; 84018 - 18G2A, 18G2
ASTM A53 Lo A53/A 530 Grade A, Grade B
JIS G 3454 L dnchy G 3454 STPG 370, STPG 410
G 3455 16.4-46 G 3455 STS 370, STS 410, STS 480

Rury so $pecifickymi vlastnostami pri zvysenych teplotach - kotlové
Tubes with specified elevated temperature properties - boiler

EN 10216-2 0D (mm) 10216-2 P195GH, P235GH, P265GH, 16Mo3, 13CrMo4-5, 10CrMo9-10, 14MoV6-3,
10:2-1397 10CrMo5-5, iné po dohode / other upon agreement
DIN 2448 0 ) 17175 St35.8, St45.8, 17Mn4, 19Mn5
0.402-5.500 15Mo3, 13CrMo4 4, 10CrMo9 10, 14MoV6 3
BS 3059-1 3059-1 320
3059-2 e 3059-2 360, 440
243,620, 622-490
3602-1 DN 3602-1 360,430
3604-1 6-125 3604-1 620-440, 621, 660, 622
NF A 49-211 49-211 TUE 220, TUE 250, TUE 275
49-213 e 49-213 TU'37C, TU 42C, TU 48C, TU 52C
TU 15D3, TU 13CD4-04, TU 10CD5-05, TU 10CD9-10
UNI ISO 1129 WT (inch) 5462 C14,C18
0.020-0.500 16Mo5, 14CrMo3, 12CrMo9 10
CSN, STN 425715 . 420251 11368, 11418, 12021, 12022, 12025 g‘
425716 5-14 15020, 15 121,15 128, 15313 =
GOST 8732 8731 1050 - 10, 20; 4543 - 10G2; 4543 - 15ChM; 20072 - 12ChTMF 8
TU 14-3R-55 L (inch) 14-3R-55 =
16.4-46 . .
14-2-460 14-2-460 20; 15ChM; 12Ch1MF 4
PN-H 74252 Jictie 74252 84024 -K10,K18 =
dizky 84024 - 16M, 10H2M, 15HM, 13HMF 2
ANSI B36.10 podohode A(SA) 106 Grade A, Grade B, Grade C v
ASTM A192 — A(SA) 192 A192 S
A 209 as per agreement A(SA) 209 Grade T1, Grade T1a, Grade T1b Q.
A 210 A(SA) 210 Grade A-1, Grade C —
A213 A(SA) 213 Grade T2, T11,T12, 721,722, T24 ©
A 335 A(SA) 335 Grade P1, P2, P11, P12, P21, P22, P24 ==
A 556 A (SA) 556 Grade A2, Grade B2, Grade C2 "q-;
JIS G 3456 G 3456 STPT 370, STPT 410, STPT 480 E”
G 3458 G 3458 STPA 12, STPA 20, STPA 22,STPA 23, STPA 24 7]
G 3461 G 3461 STB 340, STB 410, STB 510 5
G 3462 G 3462 STBA 12, STBA 13, STBA 20, STBA 22, STBA 23, STBA 24

Zeleziarne Podbrezova a.s. e
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Normy
Standards

EN

DIN

EN
DIN
BS
NF A
_ UNI
CSN, STN
ANS|
ASTM
ANS|

Ocel'ové bezsvikové rury pre tlakové a tepelné zariadenia

Seamless steel tubes for pressure purposes

RN Rozmery TDP
Dim.st. Dimension TDC

Ocele
Steel grades

Rury so $pecifickymi vlastnostami z legovanych jemnozrnnych oceli
Alloy fine grain steel tubes for pressure purposes

P355N, P460N, P355NH, P460NH

P275NL1, P355NL1, P460NL1

P275NL2, P355NL2, P460NL2

StE255, StE285, StE355, StE420, StE460

WStE255, WStE285, WStE355, WStE420, WStE460
TStE255, TStE285, TStE355, TStE420, TStE460
EStE255, EStE285, EStE355, EStE420, EStE460

Rury so Specifickymi vlastnostami pri nizkych teplotach
Tubes with specified low temperature properties

10216-3 0D (mm) 10216-3
10.2-139.7
2448 Y 17179
L(m)
5-14
10216-4 0D (mm) 10216-4
2448 1027 17173
3600 ) 3603
49-215 05-125 49-215
4991 5949
42 5715 Lm 420165
B36.10 A(SA) 333
334 A(SA) 334
B36.10 A(SA) 524

P215NL, P265NL

TTSt35N, 10Ni14

430LT, 503LT

TU 42BT, TU 10N9, TU 10N14
C15,C20

11369, 11419, 11 448, 11 449,11 503
Grade 1, Grade 6

Grade 1, Grade 6

Grade |, Grade Il

Ocel'ové rury pre tepelné vymeniky (po dohode aj iné ocele, neStandardné dlzky, riry pre rebrovanie)
Platia normy pre tlakové rury a aj $pecialne predpisy

Steel tubes for heat exchangers (upon agreement also others steels, lengths, tubes for finning)
The standards for boiler tubes are valid and also specific standard

Bez3vikové rury / Seamless tubes

EN
DIN

BS

NF A
UNI
GOST

ASTM
JIS

10216-2 o5 () 10216-2
28180 127-762 EN 10216-2
_ EN 10216-4
3606 0D inch) 3606
49-215 49-215
1SO 1129 L max. 5462
8734 183m 550
1060 . 1060
A(SA) 179 60 foots A(SA) 179
G 3461 G 3461
G 3462 0D (mm) G 3462
19.05-51

P235GH, P265GH, 16Mo3
P235GH, 16Mo3, 13CrMo4-5
P215NL

320, 440, 243, 620, 622
TU37C, TU42C, TU48C, TU15D3, TU13CD4-04
16Mo5

1050-10, 20; 4543 - 10G2
1050-10

A(SA) 179

STB 340, STB 410, STB 510
STBA 12

Rury s vnatornym rebrovanim / Tubes with internal riffling
Pouzivaju sa ako kotlové alebo vymenikové rary - doddvky po dohode
This type of tubes is used as boiler or exchanger tubes - delivery upon agreement

0D - vonkajsi priemer / outside diameter
ID - vnutorny priemer / inside diameter

WT - hrdbka steny / wall thickness
L - dlzka / length

ZeleziarnePodbrezova a.s.
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Ocel'ové bezsvikové rary pre rozvody vody a horl'avych médii

Seamless steel pipes for pipelines for water and combustible fluids

Normy RN Rozmery TDP Ocele
Standards Dim. st. Dimension TDC Steel grades

Rury pre zavitovanie a zvaranie (transport médii, vody, domdace rozvody)
Pipes suitable for welding and threading (fluid transportation, water, house installation)

EN 0D (mm)
10224 102-1143 10224 1235, L275, L355
10255 o 10255 S$195T
DIN 2440 6-100 2440 St33-2
2441 2441 St33-2
2442 19‘;}4 1629 St37.0
2460 1629 5t37.0,5t52.0
BS 1387 1387 1387
NF A 49-115 49-115 TU 34-1
UNI 6363 6363 Fe360, Fe410, Fe510
8863 8863 Fe330
CSN, STN 425710 420250 11353
42 5711
GOST 3262 3262 1050- 10
PN-H 74200 74200 12X, 12AL
74220 74220 84023/07 - R35, R45
ASTM A(SA) 53 A(SA) 53 Grade A, Grade B

Potrubné rury pre plyn a horl'avé kvapaliny
Line pipe for gas and combustible fluids

v
EN ISO 3183 2?2{71”1)3 3183 PSL1-1210 or A, L245 or B, 1290 or X42, L320 or X46, L360 or X52, L390 or X56 -
(ASME) (B36.10M) o PSL2- L245NE or BNE, L290NE or X42NE, L360NE or X52NE, L415NE or X60NE o
(1SO) 4200 0D (inch) g
DIN 2448 0.840-4.500 2470-1/1629 5t37.0 —_
2470-2/17172 StE210.7, StE240.7, StE290.7 —
6/ m StE320.7, StE360.7, StE415.7 N
UNI 7088 /4o 7088 Fe35-1, Feds-1 D
API Spec 5L Spec 5L PSL1- 1210 or A, L245 or B, 1290 or X42, 1320 or X46, L360 or X52, L390 or X56 £
(ASME) (B36.10M) %
(1SO) 4200 (=
=
S
Olejarske rary - dodavky po dohode =
Casing a tubing - deliveries upon agreement g
API Spec 5CT 0D (mm) Spec 5CT Grade H40, Grade J55, Grade K55, Grade N80 Typ1 >
26.7-1143 \s
0D - vonkajsi priemer / outside diameter WT - hribka steny / wall thickness =
ID - vnutorny priemer / inside diameter L -dlzka / length

Zeleziarne Podbrezova a.s. e
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Presné ocel'ové bezsvikové rury tahané za studena

Precision cold drawn seamless steel tubes

Normy RN Rozmery TDP Ocele
Standards Dim:. st. Dimension TDC Steel grades

Rury presné konstrukéné (Standardné)
Standard precision tubes
E215, E235, E355, E255, C35E, C45E, E410, 25CrMo4, 42CrMo4

EN 10305-1 0D (mm) 10305-1 iné po dohode / other upon agreement
DIN 2391-1 o 2391-1 St35, St45, 5t52 iné po dohode / other upon agreement
BS 6323/4 6323/1,4 CFS 3, CFS 4, CFS 5, CFS 6, CFS 7, CFS 8
NF A 49-310 10/2“:;71 49-310 TU37h,TU52b, TU20MV6
49-312 49-312 S470M, S 450MG2
UNI 7945 ‘é“;‘m 7945 Fe280, Fe320, Fe360, Fe410, Fe490

(SN, STN 426710

426711 420260 11353,11453,11503, 11523, 11550, 11650,
WT (inch)
426712 0.020-0.375 12040, 12 050, 12 060
GOST 8734 8733 1050- 10,20, 35, 45
9567 L(m) 21729 4543-10G2, 15ChM
3-7(9)
12132 max. 18 19281 - 09G2S
PN-H 74240 74240 84018 - 18G2A, 18G2
74220 L finch) 74220 84019-10, 20, 35,45, 55
10-23(30)
3 .60 84023/07 - R35, R45, R55, R65
v
'g ASTM A 519 A519 Tab. 1,2 normy, ocele 1010, 1012 / Tables 1, 2 in standard, steel grades 1010, 1012
b
g JIS G 3445 G 3445 STKM 11A, STKM 12A, 12B, 12C - 20A
a2
]
s Rury pre vyrobu hydraulickych a pneumatickych valcov typu HPZ a HP
— Tubes for production of cylinders of type HPZ and HP
= Typ HPZ - presné rury s izkymi toleranciami pre kone¢né mechanické obrabanie, Typ HP -presné riry opracované na hotovo
\E Type HPZ - cylinder tubes with small tolerances for mechanical treatment, Type HP - tubes type ready to use
-
N1} EN 10305-1 D (mm) 10305-1 E 355, 20MnV6 podla / acc. to EN 10294-1
E 40-115
5] DIN 2391-1 2391-1 St52-3 podla / acc. to DIN 17100
S
Q. .
CSN, STN 426712 420260 11503, 11523

e ZeleziarnePodbrezova a.s.
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Presné ocel'ové bezsvikové rury tahané za studena

Precision cold drawn seamless steel tubes

Normy RN Rozmery TDP Ocele
Standards Dim. st. Dimension TDC Steel grades

Rury pre hydraulické a pneumatické okruhy typu HPL
Tubes for hydraulic and pneumatic lines - HPL

EN 10305-4 0D (mm) 10305-4 E215, £235, E355

DIN 2391-1 o 2445-2 1630 - St37.4, St44.4, St52.4

BS 7416 7416 CFS 360, CFS 430
NF A 49-330 an;.n;) 49-330 TU 378, TU 428T, TU 528

UNI 7945 7945 Fe280, Fe320, Fe360, Fe410, Fe490

CSN, STN 426712 Lm) 420260 11353,11523

PN-H 74245 ‘ 74245 84019-10, 20; 84018 - 18G2A
ASTM A 822 A 822 A822

JIS JOHS-102 JOHS-102 0ST 1-JIS G3454 - STPG370

OST 1-JIS G3455 - STS370

HPL rary galvanicky pozinkované a pasivované (bez Crvl) / Galvanized and chrome plated HPL tubes (Crvi Free)
Na vonkajSom povrchu rur je elektrolyticky vyluceny povlak Fe/Zn8/C podla normy EN 1S02081.
Outside diameter — Electrolytically excluded coating Fe/Zn8/C in accordance with EN ISO2081.

ako hore ako hore 0D (mm) ako hore ako hore
see above see above 12-42 see above see above

Rury pre automobilovy priemysel / Tubes for automotive industry
Presné bezsvikové riry tahané za studena v rozsahu: od 4 do 120 mm s hribkou steny od 0.5 do 10 mm
Precision seamless cold drawn steel tubes, within the range: from 4 to 120 mm with wall thickness from 0.5 to 10 mm

tubes

Rury delené na presné dfiky ( pilenim, strihanim, upichovanim) a ohybané rary
Tube cuts in short fixed lengths by sawing, shearing, cutting-off and Tube bends

iIsion

Rury vstrekovacie (pre dieselové motory) / Injection tubes (for Diesel engines)
Dodavky po dohode / Deliveries upon agreement

| prec

>
]
2
@ Rury pre vyrobu lozisk - dodavky po dohode
§ Bearings tubes - deliveries upon agreement
a EN-ISO 10305-1 0D (mm) 683-17 100Cr6
. 22-70
¢SN, STN 426712 420240 14109

Zeleziarne Podbrezova a.s.



tvarovky | fittings

VYROBNY PROGRAM PRODUCTION PROGRAMME

Ocel'ové rarové navarovacie tvarovky

Butt-welding steel pipe fittings

Rozmery
Dimensions

Rurové obluky / (Long radius) elbows and returns - Tvar 90°, 180°, Druh 3D
D =21.3-273 mm, po dohode do / upon agreement up to 610 mm; DN = 15 - 250 (600); NPS=1/2-10 (24)

Koncentrické redukcie (prechody) / Concentric reducers
D=26.9-114.3 mm; DN 20 - 100; NPS 3/4 - 4, redukcie do D / reducers up to D = 406.4 mm (NPS 16) po dohode / upon agreement

T- kusy, klenuté dna / Equal tees and caps - dodavky len po dohode / deliveries upon agreement only

Ocele
Steel grades

C- ocele, z ktorych sa vyrabaju bezivikové rury / C - steels, of which are made seamless pipes

Normy - Rozmerové / TDP
Standards - Dimension/TDC

EN10253-1,2; DIN2605-1,2/2609; BS1965-1; NFA49-186, NF A 49-281
CSN, STN 42 5760/ ZP-05-04, ZP-05-05; ASTM, ASME - ANSIB 16.9/ A 234, A 420; 150 3419

Podrobné informdcie o vyrobkoch, vrdtane orientacného porovnania oceli, ndjdete v PRIRUCKE UZIVATELA OCELOVYCH RUR, na
strdnke www.oceloverury.sk alebo naprezentacnom DVD ZeleziarniPodbrezovda.s.

Detailed information about our products, including comparison of different kind of steel, can be found in the STEEL TUBE AND PIPE
HANDBOOK, on web page www.steeltube.sk oronaDVD where we are presenting our line of products.

ZeleziarnePodbrezova a.s.
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Certificate HUS5/4628

The management sysiem of

Zeleziarne Podbrezova a.s.

\ Kolkéred 35
L 676 &1 Podbvezova, Slovakia

ISO 9001:2008

Exclusion: 7.3
Fo th oliwing actibes
Manuf d of 5t steel blooms, hot
formed seamiess steel tubes, cold drawn precise seamiess steel tubes,
precision app welded cold drawn id sized tubes,
butt-welded seamless albows, large diameter welded tubes, hydraulic
tubes and other tubing products. Manufacture of tools for metallurgical
operations,

Fuher crtication

150 9001:2008

‘This certificate is valid from 26 February 2013 until 25 February 2016
and remains vali ject to satist: ill audits,

Re cestification audit due before: 23 January 2016

Issue 9. Certified with SGS since March 1995

Aumhoried bty

FRossmory Busibess Park Elesmers Port Cheshire CHES JEN UK
o (7151 350-5665 1 44 (D151 3505600 www.sgs.com

Pagaiofi
4y
N’M‘:
s,
e
Mt
T et s e ooy s e a ot o
ko st Para T o) o St oy i 2
\ 1 e ] a4 e e,
o} i s b s L st 4 P
T — iy ¥,
ey
“.w‘ ™
iy,
- P
Certificate of Authority to use the Official API Monogram || L g Certificate of Authority to use the Official API Monogram
Licanss Number: 50273 P B g |
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ZELEZIARNE PODBREZOVA AS.
Kolidren 35

Podbrezovh
Slovak Republic.

American
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Poland

Czech Republic

Slovak
Republic

Zeleziarne Podbrezové, a.s., Kolkéreri 35, 976 81 Podbrezova, Slovak Republic
Tel.: +4217 48 6453031, Fax: +421 48 6453052, E-mail: admin@zelpo.sk
www.steeltube.sk

Transformaciones Metalurgicas, S.A.U., Calle Joan Draper i Fossas, 30, 08350 Arenys de Mar, Barcelona, Spain
Tel.: +34 93 7549201, Fax: +34 93 7523847, E-mail: transmesa@transmesa.com
www.transmesa.com

OBCHODNE ZASTUPENIA / COMMERCIAL REPRESENTATIVES

SLOVRUR, Sp. z 0.0, Brandwicka 138, 37-464 Stalowa Wola, Poland
Tel.: +48 15 8448045, Fax: +48 15 8420234, E-mail: dz.handlowy@slovrur.pl
www.slovrur.pl

7P TRADE Bohemia, a.s., Ztracend 272, 16100 Prague, Czech Republic
Tel.: +420 2 35301190, Fax: +420 2 35300760, E-mail: info@zptrade.cz
www.zptrade.cz

PIPEX ltalia, S.p.A., Via Paleocapa 10, 28041 Arona (Novara), Italy
Tel.: +39 0322 235511, Fax: +39 0322 44659, E-mail: info@pipex.it
wWww.pipex.it

Pipex Deutschland GmbH, Freseniusstr. 17, 81247 Minchen, Germany
Tel.: +49 898 110 071, E-mail: info@pipex-deutschland.de
www.pipex-deutschland.de

SLOVENSKY / ENGLISH
6. vydanie / 6" edition
Jun / June 2016





